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	 LAKES  OIL  N.L.
(A.C.N. 004 247 214)
	Registered Office:

Level 11,

500 Collins Street,

Melbourne,  Vic.  3000
	P.O. Box 300, Collins St. West

Melbourne, Vic.  8007

Phone:  (03) 9629 1566

Fax:  (03) 9629 1624


Banjo-1A Wellsite

Via Newmerella
Ph. 0411 534 340
21st January 2006
Mr Terry McKinley
Senior Environmental Engineer
Department of Primary Industries
Ph. 9658 4415
Dear Terry,

Re: Plug and Abandonment of Banjo-1A
Lakes submits the following abandonment programme for your approval:
We plan to set two cement plugs within the 4” casing

· One 50m plug over the casing shoe (229.6m) from 250m up to 200m. Total amount of cement slurry pumped will be approximately 2BBLS (allowing for 25% excess).

· The plug will be allowed to set before it is tagged to ensure it is secure.
· The second plug (approx 10m) will be set at surface. Total amount of cement slurry pumped will be approximately 0.4BBLS.
· The wellhead will be removed and a cap with an identification marker will be welded onto the casing stub.

I hope this satisfies your abandonment criteria

Any queries please contact me on the above number or at this email address
Yours sincerely

Ben Edwards
Geologist
LAKES OIL N.L.


Internet Site:  www.lakesoil.com.au


Email Address:  lakes@lakesoil.com.au

