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	WELL 
	BMA-A5A

	DATE
	14-06-2005

	DAY #
	5

	MIDNIGHT ACTIVITY
	Wiper Trip at TD. 


	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	2810.0 m
	
	MINIMUM
	102.5
	2565.5 m

	TVD
	1994.5 m
	
	MAXIMUM 
	2.85
	2637 m

	PROGRESS LAST 24 hrs
	255 m
	
	AVERAGE
	22.7
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	1109.0
	1031.2
	-998.4
	1.6 H
	1110.5
	1032.8

	Top Latrobe
	2496.5
	1822.3
	-1789.5
	15.5 H
	2526.1
	1837.8

	TCC
	2629.5
	1895.7
	-1862.9
	12.1H
	2650.0
	1907.8

	BWST
	
	
	
	
	2658.9
	1912.8

	CbF2
	
	
	
	
	2703.1
	1937.8

	Cbsb
	
	
	
	
	2729.7
	1952.8

	OOWC
	2748.6
	1961.8
	-1929.0
	0.0
	2745.6
	1961.8

	Total Depth
	2810.0
	1994.5
	-1961.7
	1.7 L
	2800.5
	1992.8


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	2695.0
	1324
	10.87
	1.26
	0.99
	0.19
	0.399
	0.31

	BACKGROUND
	
	180
	1.44
	0.23
	0.053
	0.08
	0.08
	0.098

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	1
	

	SIZE                 (in)
	8.5”
	

	MANUFACTURER/TYPE
	SMITH   S73 VPX
	

	JETS                 (/32 inch)
	6 x 18
	

	DEPTH IN       (m)
	895.0
	

	DEPTH OUT   (m)
	2810.0 m
	

	METRES ON RUN (m)
	1915.0 m
	

	HRS ON BTM 24hrs/total
	11.2 / 53.6
	

	BIT CONDITION
	In
	

	RPM RANGE LAST 24 hrs
	120 Rpm / 176 DHM 
	

	KRevs 24 hrs / 
	195 / 881
	

	24 HOUR SUMMARY
	Drill , steer and survey 8½” hole from 2555m to 2710m. Circulate at 2710m whilst change swab#2 mud pump. Drill and survey from 2710m to TD. At 2810m. Pump 25 bbl sweep and circulate whilst rack back from 2810m to 2794m. Circulate hole clean at 2794m while work string. Emergency brucker assembly at 18.15 hrs. Circulate while rack back one stand per ½ hour from 2794m to 2678m. Flow check. OK. Pull out of hole from 2678m to 1800m. 



	05:00 AM UPDATE 

15-06-2005

DEPTH @ 05:00 hours
	Pull out of hole from 1800m to 1303m.Pump 25 bbl super sweep and circulate hole clean whilst work from 1303m to 1260m. Pull out of hole from 1260m to 1156m.Overpull to 10 klbs at 1770m and 1166m. 

1156m.




