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	WELL 
	BMA-A5 P&A

	DATE
	09-06-2005

	DAY #
	7

	MIDNIGHT ACTIVITY
	Pressure test lines
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
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	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
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	TOP (MDRT)


	TOP

(TVDRT)
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	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	

	SIZE                 (in)
	
	

	MANUFACTURER/TYPE
	
	

	JETS                 (/32 inch)
	
	

	DEPTH IN       (m)
	
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	POOH 9 5/8” casing. Ig down 9 5/8” handling gear and clear floor. Break down and lay out casing cutter and spear. Service rig and inspect torque beam. Jet stack and run wear bushing. Make up mule shoe and run in hole with 4” drill pipe to 965 m. Circulate clean at 965 m. Howco set 60 bbl cement plug # 3. POOH to 835 m, reverse circulate 1 ½ string volume. POOH to 805 m. Circulate. Conduct maintenace while wait on cement. Run in tag cement 867 m – POOH. Rig up to pressure test BOP and change rams.



	05:00 AM UPDATE 

10-06-2005

DEPTH @ 05:00 hours
	BOP pressure testing


