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	WELL 
	BMA-A5 P&A

	DATE
	08-06-2005

	DAY #
	6

	MIDNIGHT ACTIVITY
	POOH 9 5/8” casing
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
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	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
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(TVDRT)
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RTtoMSL
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	Total Depth
	
	
	
	
	
	


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	964
	1000
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	

	SIZE                 (in)
	
	

	MANUFACTURER/TYPE
	
	

	JETS                 (/32 inch)
	
	

	DEPTH IN       (m)
	
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	Circulate gas out via choke manifold with sea water (gas peak 1000 units). Flow check. Rig service. POOH with casing cutter. 964 m to 230 m. POOH lay out cutter. Make up 9 5/8” spear assembly. Engage casing. Pick up to 220 K, break free casing. (String weight 170 K). Lay out 4” handling gear. Rig up weatherford 9 5/8” casing handling gear. POOH 9 5/8” casing.



	05:00 AM UPDATE 

08-06-2005

DEPTH @ 05:00 hours
	POOH 9 5/8” casing


