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	WELL 
	BMA-A5A

	DATE
	16-06-2005

	DAY #
	7

	MIDNIGHT ACTIVITY
	POOH after Reeves logging run.

(1100m)
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	2810.0 m
	
	MINIMUM
	
	

	TVD
	1994.5 m
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	0 m
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Lakes Entrance
	1109.0
	1031.2
	-998.4
	1.6  H
	1110.5
	1032.8

	Top Latrobe
	2496.5
	1822.3
	-1789.5
	15.5 H
	2526.1
	1837.8

	TCC
	2629.2
	1895.5
	-1862.7
	12.3 H
	2650.0
	1907.8

	BWST
	2639.1
	1901.0
	-1868.2
	11.8 H 
	2658.9
	1912.8

	CbF2
	2692.4
	1930.7
	-1897.9
	7.1  H
	2703.1
	1937.8

	Cbsb
	2724.6
	1948.6
	-1915.8
	4.2 H
	2729.7
	1952.8

	OOWC
	2748.6
	1961.8
	-1929.0
	0.0
	2745.6
	1961.8

	Total Depth
	2810.0
	1994.5
	-1961.7
	1.7 L
	2800.5
	1992.8


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	1
	

	SIZE                 (in)
	8.5”
	

	MANUFACTURER/TYPE
	SMITH   S73 VPX
	

	JETS                 (/32 inch)
	6 x 18
	

	DEPTH IN       (m)
	895.0
	

	DEPTH OUT   (m)
	2810.0 m
	

	METRES ON RUN (m)
	1915.0 m
	

	HRS ON BTM 24hrs/total
	0 / 53.6
	

	BIT CONDITION
	1-1-WT-A-X-I-NO-TD.
	

	RPM RANGE LAST 24 hrs
	120 Rpm / 176 DHM 
	

	KRevs 24 hrs / 
	0 / 881
	

	24 HOUR SUMMARY
	Continue to pull out of hole from 700m to 212m. Flowcheck “ok”. Rack HWDP from 212m. Break out bit and lay out BHA. Clear rig floor. Function BOP’s. Flush choke system whilst Reeves install block height sensor. Make up mule shoe & Reeves logging garage and run in hole to 12m. Calibrate block height sensor. Make up logging garage as per Reeves from 12m to 69m. Reeves make up log tools into garage and load source. Continue to RIH with logging BHA from 69m to 896m. RIH from 896m to tag TD. With 10 klbs at 2810m. Worked through obstruction at 2071m. POOH and space out from 2810m to 2752m. Insert dart and displace. Deploy tools to 2807m. Reeves logging starts at 19.48 hrs whilst POOH from 2807 to 2400m logging at 6 metres/minute. Finish logging at approx. 2400m. Continue to POOH at increased speed from 2400m to 1100m.     



	05:00 AM UPDATE 

17-06-2005

DEPTH @ 05:00 hours
	Continue POOH with Reeves logging tool from 1100m to surface. Unload Reeves

Radio-active sources on rig floor.


