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Depth Control Remarks

1. Log Correlated to Exxon Mobile tubing tally incorporated in approved program.
2. IDW used as Primary depth control.
3. Z−chart used as backup
4. CMTD Calibration: a=1.32E−5, B= 0.8513, & C=2.86.8
5. Dual Packoff used on both runs
6. 

Reference Log Date:

Secure Initiated
Maximum deviation 63 deg C @ 1284.0m MDKB
RIH with a 2.5" Powercutter and 1−11/16" CCL to cut tubing @ 3670m MDKB.
2.8" − 3.0"
CST and cement Plug.  RIH with a dummy cutter 2.5" and Powercutter centralisers
Objectives: Cut production tubing above Packer @ 3670m MDKB to allow access for
Log correlated to Tubing Tally
REMARKS:  RUN NUMBER 1 REMARKS:  RUN NUMBER 2
OS5: OS5:
OS4: OS4:
OS3: OS3:
OS2: OS2:

NoneOS1: OS1:
OTHER SERVICES1 OTHER SERVICES2

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY�S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER�S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 15−MAR−2009  8:06:20

Depth Measuring Device

Type: IDW−C
Serial Number: 796

Calibrator Serial Number: 30
Calibration Cable Type: 2−32ZT
Wheel Correction 1:
Wheel Correction 2:

Tension Device

Type: CMTD−B/A
Serial Number: 1711
Calibration Date: 04−Mar−2009
Calibrator Serial Number: 1173

Logging Cable

Type: 2−32ZT
Serial Number: 24187
Length: 6043  M

Conveyance Method: Wireline
Rig Type: Offshore_Fixed

Log Sequence: Subsequent Log In the Well

Reference Log Name:
Reference Log Run Number:
Reference Log Date:

                   
                                                                                
Number of Calibration Points: 10

− 0.68
+ 0.07

Calibration Date:               14−Oct−2008

          

          

          



3.32AH−Shock Sub 
AH−Shock Sub

3.34AH−Shooting Adapter 

5.17EQF−43 
EQF−43

7.00EQF−43 
EQF−43

7.08AH−38 

MH−22

2.42AH−122 

2.88CCL−L 
CCL−L

4.71EQF−43 
EQF−43

6.54EQF−43 
EQF−43

6.62AH−38 

MH−22

TOOL ZEROTension CCL 

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1 RUN 2

Nights: Kevin Kerr, Scott Lansbury, Crew Change: Z. Casey, S. Lansbury
Days: Patter Batteams, Daniel Halstead, Crew Change: C Sheills, D Hiskins
Operators:
Schlumberger Crew:

CCL stop depth: 3667.4m  MDKB
CCL to Top Shot:  2.6m
Top shot @ 3670m MDKB
Powercutter:
Secure Initiated

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
4.4 mFLUID LEVEL: FLUID LEVEL:

16C0−147PROGRAM VERSION: PROGRAM VERSION:
4500532792SERVICE ORDER #: SERVICE ORDER #:

EQUIPMENT   DESCRIPTION
RUN 1 RUN 2

DOWNHOLE  EQUIPMENT

7.56MH−22 
MH−22

SURFACE  EQUIPMENT
SHM−EA

DOWNHOLE  EQUIPMENT

7.10MH−22 
MH−22

SURFACE  EQUIPMENT
SHM−EA



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

12.9 10.750 Casing String

724.9 10.750 Casing Shoe

13.0 7.625 Casing String11.8
3.500

Tubing

0.07.625
3.500

Tubing Hanger

470.03.500SSSV

1051.13.500Side Pocket Mandrel

1065.33.500Landing Nipple

2003.73.500Side Pocket Mandrel

2017.73.500Landing Nipple

2164.63.500Side Pocket Mandrel

2178.63.500Landing Nipple

2363.43.500Side Pocket Mandrel

2377.43.500Landing Nipple

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 7.50 IN

0.00SHM_GUN 

0.28AH−2.5" Powercutter 
AH−2.5" Powercutter

0.61AH−Secure Sub 
AH−Secure Sub

1.98UPCT−A 
UPCC−A
UPCH−A

2.03AH−      

2.67AH−Shock Sub 
AH−Shock Sub

TOOL BOTTOM

TOOL ZEROTension 
Casing Co 

0.79Gamma Ray 

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 7.50 IN

0.00SHM_GUN 

0.08AH−2.5" Powercutter 

0.41AH−Secure Sub 
AH−Secure Sub

1.06AH−Shock Sub 
AH−Shock Sub

1.70AH−Shock Sub 
AH−Shock Sub

1.72AH−Shooting Adapter 

2.29AH−WPSA−BA 
AH−WPSA−BA

TOOL BOTTOM



 
Schlumberger Job Event Summary

 

                                    Time          Elapsed       Depth            File
                                                   Time         (M)

 
Rig Up Started                 18−Mar−2009 12:52 
Log Pass (up)                  18−Mar−2009 16:14  000:49   3681.1 −  2464.2    PERFO_008LUP                       
Log Pass (down)                18−Mar−2009 20:38  000:28    673.8 −  2502.1    PERFO_016LDP                       
Rig Up Started                 18−Mar−2009 20:48 
Log Pass (down)                18−Mar−2009 21:19  000:25   2487.9 −  3670.2    PERFO_022LDP                       
Log Pass (up)                  18−Mar−2009 21:50  000:05   3669.0 −  3641.6    PERFO_025LUP                       
Log Pass (up)                  18−Mar−2009 22:07  000:10   3670.7 −  3619.3    PERFO_027LUP                       
 

MAXIS Field Log

Job Event Summary

3749.0 7.625 Casing Shoe

3696.0 5.500 Casing String

3868.7 5.500 Casing Shoe

3696.0 7.625 5.500 Liner Hanger

2485.73.500Side Pocket Mandrel

3677.33.500Packer

Abondonment Plug
3742.3
−3805.5

Plug
3805.55.500 0.000Sand Fill

3776.0 Perforation Zone

 Remidial / Squeeze

3798.0 Perforation Zone



OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_027LUP FN:26 PRODUCER 18−Mar−2009 22:07 3670.7 M 3619.3 M

 Company: Esso Australia Pty Ltd.  Well: WKF W−26

Casing Collar Locator (CCL)
(−−−−−19 1

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3625

Prior to Cutting (140k/Ib)

Log away off depth after cut due to overpull placed on tubing

                 PERFO2 Operational Summary Listing

Device  Status  Req Depth ( M)  Obs Depth ( M)  Time Used
−−−−−−  −−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−−  −−−−−−−−−−−−−−−−−−−−−−−−
GUN1    Used            3670.0          3670.0  Wed Mar 18 22:10:40 2009

MAXIS Field Log

MAXIS Field Log

Powercutter
Operation Summary

2.5" Powercutter
Cutting Pass



 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 18−Mar−2009 22:07

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−−19 1

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

Cutting Depth = 3670m MDKB

CCL Stop Depth = 3667.4m MDKB

CCL to Cutter = 2.6m

3650



Casing Collar Locator (CCL)
(−−−−−19 1

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

3650

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_025LUP FN:24 PRODUCER 18−Mar−2009 21:50

 Company: Esso Australia Pty Ltd.  Well: WKF W−26

Output DLIS Files
DEFAULT PERFO_027LUP FN:26 PRODUCER 18−Mar−2009 22:07

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

PIP SUMMARY

MAXIS Field Log

2.5" Powercutter
Correlation Pass



OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 UPCT−A 16C0−147

Input DLIS Files
DEFAULT PERFO_008LUP FN:7 PRODUCER 18−Mar−2009 16:14 3681.1 M 2464.2 M

Output DLIS Files
DEFAULT PERFO_011PUP FN:10 PRODUCER 18−Mar−2009 17:10 3686.7 M 2469.8 M

 Company: Esso Australia Pty Ltd.  Well: WKF W−26

DEFAULT PERFO_025LUP FN:24 PRODUCER 18−Mar−2009 21:50

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

2.5" Dummy Powercutter Pass

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 18−Mar−2009 21:50

Output DLIS Files
DEFAULT PERFO_025LUP FN:24 PRODUCER 18−Mar−2009 21:50

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−−19 1

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S



2500

Casing Collar Locator (CCL)
(−−−−−19 1

Gamma Ray (GR)
(GAPI)0 150

(

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

2475



2575

2550

2525



2625

2600



2675

2650



2725

2700



2775

2800

2750



2850

2825

2800



2900

2875



2950

2925



3000

2975



3075

3050

3025



3125

3100



3175

3150



3225

3200



3300

3275

3250

3275



3350

3325



3400

3375



3450

3425



3525

3500

3475



3575

3550



3625

3600



Casing Collar Locator (CCL)
(−−−−−19 1

Gamma Ray (GR)
(GAPI)0 150

Raw Casing Collar Locator (RCCL)
(−−−−−3 17

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

3675

3650



2.5" Powercutter
Tubing Cut Record
18−Mar−2009

Country: Australia

Input DLIS Files
DEFAULT PERFO_008LUP FN:7 PRODUCER 18−Mar−2009 16:14 3681.1 M 2464.2 M

Output DLIS Files
DEFAULT PERFO_011PUP FN:10 PRODUCER 18−Mar−2009 17:10

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 UPCT−A 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 18−Mar−2009 17:10

Parameters

DLIS Name Description Value
System and Miscellaneous

DO Depth Offset for Playback 5.6 M
PP Playback Processing NORMAL

PIP SUMMARY

Time Mark Every  60 S

Company:

Well:
Field:
Rig:
Country:

Esso Australia Pty Ltd.

WKF W−26
West Kingfish
Rig 22/Prod 2
Australia


