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Depth Control Remarks

1. All Schlumberger depth procedures followed.
2. IDW used as primary depth reference, Z chart used as secondary.
3. CMTD used as primary tension device.

5. 

Reference Log Date: 18−May−2008

4. 

CCL to Severing Head = 1.93m.  CCL stop depth = 2025.07m MDKB.
Position the cutter at 2027m MDKB inside the 2 7/8" tubing joint and cut tubing.
Objectives: RIH with 2 1/8" Power Cutter and correlate to CCL to Run 1 Gamma Ray, CCL Correlation Log
Maximum well deviation = 64deg @ 1749m MDKB.
Log correlated to ExxonMobil composite log 18−May−2009, supplied with the logging program.
REMARKS:  RUN NUMBER 1 REMARKS:  RUN NUMBER 2

OS4:
OS3:
OS2:
OS1:
OTHER SERVICES1

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 28−JUL−2009 14:00:31

Depth Measuring Device

Type: IDW−EB
Serial Number: 6373
Calibration Date: 2−Dec−2008
Calibrator Serial Number: 30
Calibration Cable Type: 2−32ZT
Wheel Correction 1: −1
Wheel Correction 2: −2

Tension Device

Type: PSDS/OSDS
Serial Number: 325357
Calibration Date: 20−Jul−2009
Calibrator Serial Number: 1167
Number of Calibration Points: 10
Calibration RMS: 10
Calibration Peak Error: 19

Logging Cable

Type: 2−32ZT
Serial Number: 208196
Length: 5100  M

Conveyance Method: Wireline
Rig Type: Offshore Fixed

Log Sequence: Subsequent Log In the Well

Reference Log Name:
Reference Log Run Number: N/A
Reference Log Date: 18−May−2008

ExxonMobil Composite Log

          

          

          

n 3
R

un 4



2 50CCL L 

2.51AH−214 

2.86MH−SWHS−A 
MH−SWHS−A 759

3.54AH−SWBS−B 
AH−SWBS−B 789

4.23AH−SWBS−B 
AH−SWBS−B 788

4.91AH−SWBS−B 
AH−SWBS−B 787

5.60AH−SWBS−B 
AH−SWBS−B 786

6.28AH−SWBS−B 
AH−SWBS−B 785

                                                        
                                                        
                                                        
                                                        
                                                        

RUN 1 RUN 2

Crew: J Light, N Simmons, R Murray, B Taylor.

STOP STOPSTART STARTLOGGED  INTERVAL LOGGED  INTERVAL
FLUID LEVEL: FLUID LEVEL:

16C0−147PROGRAM VERSION: PROGRAM VERSION:
B297−00011SERVICE ORDER #: SERVICE ORDER #:

RUN 1 RUN 2
EQUIPMENT   DESCRIPTION

DOWNHOLE  EQUIPMENT

6.28AH−SWBS−B 
AH−SWBS−B 785

SURFACE  EQUIPMENT
WITM (SHM)



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (ft) (ft) (in)

Field:

Country:

Reference Datum:

Elevation:

State: Victoria

Australia

Snapper
Drill Floor

ft41.6

Rig Name:

136.7 10.750 Casing String

2395.0 10.750 Casing Shoe

0.0 8.250 Casing String

136.7 8.250 10.750 Liner Hanger

68.92.875Tubing

3605.62.875Gas Lift Mandrel

1629.32.875Gas Lift Mandrel

1475.12.875Shutin Valve

68.93.5 2.875Tubing Hanger

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.97 IN

0.20SHM_GUN 
GUN

0.75AH−Top Sub 
AH−Top Sub

1.39AH−Shock Sub 
AH−Shock Sub

2.04AH−Shock Sub 
AH−Shock Sub

2.50CCL−L 
CCL−L

TOOL BOTTOM

TOOL ZEROTension CCL 

Client:

Well:

Field:

Drawing Date:

Reference Datum:State:

Esso Australia Ltd

Victoria

A7a

Snapper
Drill Floor

7/21/2009

Rig Name:

CCL to Severing Head 1.93m



OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_186LUP FN:180 PRODUCER 26−Jul−2009 03:29 2042.2 M 1943.9 M

 Company: Esso Australia Ltd  Well: A7a 

Casing Collar Locator (CCL)
(−−−−−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

Power Cutter
2027 m

9790.0 8.250 Casing Shoe

5298.62.875Gas Lift Mandrel

6141.72.875Gas Lift Mandrel

6187.72.875Landing Nipple

6674.98.250 2.875Packer

6732.32.875No Go Nipple

7341.9 Perforation Zone

9389.8 Perforation Zone

9092.8 Perforation Zone

9435.7 Perforation Zone

7181.82.875Bell Nipple Guide



1975

2000

1950



 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 26−Jul−2009 03:29

OP System Version: 16C0−147

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

CCL

2033.00 M
Packer

SCCL

TENS

2025

2000

TENS

CCL stop depth 2025.07m

CCL to Severing Head 1.93m



Casing Collar Locator (CCL)
(−−−−−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

Casing Collars
Time Mark Every  60 S

2000

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

Output DLIS Files
DEFAULT PERFO_185LUP FN:179 PRODUCER 26−Jul−2009 03:23 2044.3 M 1999.3 M

 Company: Esso Australia Ltd  Well: A7a 

Output DLIS Files
DEFAULT PERFO_186LUP FN:180 PRODUCER 26−Jul−2009 03:29

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

Correlation Pass



Output DLIS Files
DEFAULT PERFO_185LUP FN:179 PRODUCER 26−Jul−2009 03:23

OP System Version: 16C0−147
MCM

SHM_GUN 16C0−147 CCL−L 16C0−147

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 26−Jul−2009 03:23

Parameters

DLIS Name Description Value
CCL−L: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Power Cutter 2−1/8" Severing Record

Company:

Well:
Field:
Rig:
Country:

Esso Australia Ltd

A7a
Snapper
Prod 4 / Crane
Australia

Parameters

DLIS Name Description Value

Casing Collar Locator (CCL)
(−−−−−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−−10 10

Tension (TENS)
(LBF)0 3000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

CCL

SCCL

2033.00 M
Packer

TENS

2025


