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Depth Control Remarks

1. Log correlated to ExxonMobil Solar Composite Log dated 22−Nov−2004.
2. IDW used as primary depth control.
3. Z−Chart used as secondary depth control.

     Reference Log Date: 22−Nov−2004

Run #1: RIH Dummy 2−1/8" MPBT plug with GR−CCL. Tagged HUD @ 3048.5m MDKB.

and dump cement above to isolate the existing perforation at 3048.0m to 3054.0m MDKB.
Objective: To perforate interval 3039.0m to 3043.0m MDKB. Set a MPBT plug at 3045.7m MDKB
Maximum well deviation of 61 deg at 2340.0m MDKB.
Log correlated to ExxonMobil Solar Composite Log dated 22−Nov−2004.
REMARKS:  RUN NUMBER 1

DB−TTOS3:
GR−CHOS2:
MWPOS1:

OTHER SERVICES1

DISCLAIMER
THE USE OF AND RELIANCE UPON THIS RECORDED−DATA BY THE HEREIN NAMED COMPANY (AND ANY OF ITS
AFFILIATES, PARTNERS, REPRESENTATIVES, AGENTS, CONSULTANTS AND EMPLOYEES) IS SUBJECT TO THE TERMS
AND CONDITIONS AGREED UPON BETWEEN SCHLUMBERGER AND THE COMPANY, INCLUDING: (a) RESTRICTIONS ON
USE OF THE RECORDED−DATA; (b) DISCLAIMERS AND WAIVERS OF WARRANTIES AND REPRESENTATIONS REGARDING
COMPANY’S USE OF AND RELIANCE UPON THE RECORDED−DATA; AND (c) CUSTOMER’S FULL AND SOLE RESPONSIBILITY
FOR ANY INFERENCE DRAWN OR DECISION MADE IN CONNECTION WITH THE USE OF THIS RECORDED−DATA.

DEPTH SUMMARY LISTING

Depth System Equipment

Depth Control Parameters

Date Created: 18−JUN−2008  3:25:44

Depth Measuring Device

Type: IDW−H
Serial Number: 794
Calibration Date: 8−Nov−2007
Calibrator Serial Number: 1009
Calibration Cable Type: 2−32ZT
Wheel Correction 1: −6
Wheel Correction 2: −2

Tension Device

Type: CMTD−B/A
Serial Number: 1711
Calibration Date: 8−Jun−2008
Calibrator Serial Number: 1173
Calibration Gain: 1.01
Calibration  Offset: 272.27

Logging Cable

Type: 2−32ZT
Serial Number: 24187
Length: 5900.01  M

Conveyance Method: Wireline
Rig Type: Offshore_Fixed

Log Sequence: Subsequent Log In the Well

Reference Log Name: ExxonMobil TNA A−15a Petrophysical Analysis
     Reference Log Date: 22−Nov−2004

    
          

    
          

    
          



6.81SAH−G 1032
6.95AH−122 28523

7.49AH−121 31
AH−121 31

10.31MWPT−CA 
MWPH−AA 90
MWPS−BA 121

11.29MWGT−CGRS 
MWPG−CGRS 796
MWGH−CGRS 796

11.51AH−124 9901

13.34EQF−46 
EQF−46 3006

15.17EQF−46 
EQF−46 212

15.65MH−22 
MH−22

TOOL ZEROTension 
SMWP Temp 

SMWP Pres 
CCL 

2.77MWPG GR 

8.50MPSU−BA 

8.96

10.79EQF−46 
EQF−46 3006

12.62EQF−46 
EQF−46 212

13.10MH−22 
MH−22

TOOL ZEROTension 
Head Volt 
Cable Cur 

Tachomete 
CCL 

PCCL−LA 7202
PCCL−LA 7202

MPSU−BA 20

                                                        
                                                        
                                                        
                                                        
                                                        

Schlumberger Operators: R Murray / K Kerr / S Kiss / G Blandford / A Pratt
Schlumberger Field Specialist / Engineer: O Darby / R Sani

Run #5: RIH 2−1/8" Cement Dump Bailer. Dumped 1.0 m of cement in 7" casing.
Run #4: RIH 2−1/8" Water Bailer. Tagged MPBT at 3045.7 m MDKB.
Run #3: Set plug with MPBT with top of sealing element @ 3045.7m MDKB
SBHP =  2497.5 psia, SBHT =  204.4 DegF. After 20 min, BHP = 2509.1 psia, BHT = 205.6 DegF
Run #2: Perforate interval 3039.0m to 3043.0m MDKB with 2−1/8" Powerjet 6 SPF, 45 deg phased perforating gun using SAFE.
Run #1: RIH Dummy 2−1/8" MPBT plug with GR−CCL. Tagged HUD @ 3048.5m MDKB.

15C0−309PROGRAM VERSION:
AUSL 08589251SERVICE ORDER #:

EQUIPMENT   DESCRIPTION

DOWNHOLE  EQUIPMENT

15.65MH−22 
MH−22

SURFACE  EQUIPMENT
MWPM−AA 37

DOWNHOLE  EQUIPMENT

13.10MH−22 
MH−22

SURFACE  EQUIPMENT
MPBM−0 81



MD
Production String Well Schematic Casing String

MDOD ID OD ID

(in) (m) (m) (in)

14.4 13.375 Casing String

550.0 13.375 Casing Shoe

13.3 13.3757.000 Liner Hanger
13.3 7.000 Casing String12.23.500Tubing

447.63.500SSSV

1278.23.500Side Pocket Mandrel

12.26.276 2.992Tubing Hanger

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

5.50MWP_GUN 
GUN−5 mtr Powerjet Gun

5.92AH−ESIC−CB 26031944
AH−ESIC−CB 26031944

6.41MPD−MB 264
MPD−MB 264

6.81SAH−G 1032
SAH−G 1032

TOOL BOTTOM

ALL LENGTHS IN METERS
MEASUREMENTS RELATIVE TO TOOL ZERO

MAXIMUM STRING DIAMETER 2.13 IN

2.26

TOOL BOTTOM

MPEX−BA H405501
MPEX−BA 



 
Schlumberger Job Event Summary

 

                                    Time          Elapsed       Depth            File
                                                   Time         (M)

 
Log Pass (up)                  27−Jun−2008 23:25  000:31   3056.8 −  2534.3    PERFO_047LUP                            
Log Pass (up)                  28−Jun−2008  5:48  000:08   3039.8 −  2952.6    PERFO_064LUP                            
Log Pass (up)                  28−Jun−2008  6:04  000:35   3039.8 −  2948.0    PERFO_065LUP                            
Station Log                    28−Jun−2008  6:06  000:23   3034.7 −     3.5    PERFO_066LTP                            
Log Pass (up)                  28−Jun−2008 11:33  000:06   3030.5 −  2919.4    MPBT_092LUP                             
Simulated Log                  28−Jun−2008 11:47  000:20                       MPBT_096LUP                             
Log Pass (up)                  28−Jun−2008 12:11  000:07   3038.6 −  2918.9    MPBT_100LUP                             
Log Pass (up)                  28−Jun−2008 17:22  000:12   3035.8 −  2921.5    PERFO_107LUP                            
Log Pass (up)                  29−Jun−2008  0:18  000:13   3038.2 −  2918.8    PERFO_116LUP                            
 

MAXIS Field Log

Job Event Summary

3273.0 7.000 Casing Shoe

3048.0 Existing Perforation Zone
3054.0

3039.0 New Perforation Zone

2564.53.500Tubing Bottom

2340.03.500Side Pocket Mandrel

2356.73.500Landing Nipple

2546.77.000 3.500Packer

2550.23.500No Go Nipple

2564.33.500Re−EntryGuide

3186.0 PBTD

3043.0



SCCL
TENS

2925

OP System Version: 15C0−309
MCM

CCL−LA 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

Output DLIS Files
DEFAULT PERFO_116LUP FN:113 PRODUCER 29−Jun−2008 00:18 3038.2 M 2918.8 M

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

2−1/8" Dump Bailer
Cement Dump Pass



3000

2975

2950
CCL

Short Joint



Output DLIS Files
DEFAULT PERFO_116LUP FN:113 PRODUCER 29−Jun−2008 00:18

OP System Version: 15C0−309
MCM

CCL−LA 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 29−Jun−2008 00:18

Parameters

DLIS Name Description Value
CCL−LA: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

CCL to bottom of bailer = 12m

3025

CCL

SCCL
TENS

Dump cement at 3032.7m MDKB



2950

CCL

SCCL
TENS

OP System Version: 15C0−309
MCM

CCL−LA 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

Output DLIS Files
DEFAULT PERFO_107LUP FN:104 PRODUCER 28−Jun−2008 17:22 3035.8 M 2921.5 M

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

2925

MAXIS Field Log

2−1/8" Dump Bailer
Water Dump Pass



3000

2975



Output DLIS Files
DEFAULT PERFO_107LUP FN:104 PRODUCER 28−Jun−2008 17:22

OP System Version: 15C0−309
MCM

CCL−LA 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 17:22

Parameters

DLIS Name Description Value
CCL−LA: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

(−−−−)−19 1 (−−−−)−10 10 (LBF)0 2000

PIP SUMMARY

Casing Collars
Time Mark Every  60 S

MAXIS Field Log

MPBT
Log Out of Position

Casing Collar Locator (CCL)
(−−−−)−19 1

Shifted Casing Collar Locator (SCCL)
(−−−−)−10 10

Tension (TENS)
(LBF)0 2000

CCL

3025

SCCL
TENS

CCL to bottom of bailer = 12m

Tagged plug at 3033.7m + 12m = 3045.7m MDKB

Dump water at 3032.7m MDKB



2950

TENS

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

Output DLIS Files
DEFAULT MPBT_100LUP FN:97 PRODUCER 28−Jun−2008 12:11

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

2925



RCCL

TENS

3000

2975

CCL

RCCL

TENS



 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Output DLIS Files
DEFAULT MPBT_100LUP FN:97 PRODUCER 28−Jun−2008 12:11

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 12:11

Parameters

DLIS Name Description Value
CCL−LA: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Output DLIS Files

MAXIS Field Log

MPBT
Setting Record

Parameters

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

3025

Set plug @ 3045.7m MDKB

CCL to top of seal = 6.8m 

CCL Stop Depth = 3038.9m MDKB



  7.2

CCUR  8.9

DTEN
HV

 10.6

TENS

 12.2

 13.9

CCUR

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

Output DLIS Files
DEFAULT MPBT_096LUP FN:93 PRODUCER 28−Jun−2008 11:47 12192.0 M 11902.9 M

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)260 360

Tension (TENS)
(LBF)0 2000

RUN Time
(RTIM)
(MN)

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

 15.6DTEN
HV

 17.2

TENS

 18.9

CCUR



Output DLIS Files
DEFAULT MPBT_092LUP FN:89 PRODUCER 28−Jun−2008 11:33

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Output DLIS Files
DEFAULT MPBT_096LUP FN:93 PRODUCER 28−Jun−2008 11:47

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

 Format: MPBT_1       Vertical Scale:   1:1000  Graphics File Created: 28−Jun−2008 11:47

DLIS Name Description Value
MPSU−BA: MECHANICAL PLUGBACK SETTING UNIT

IPUMP Intensifier Pump TRUE

MAXIS Field Log

MPBT
Correlation Pass

Parameters

DLIS Name Description Value

MPBM Cable Current (CCUR)
(MA)300 700

Differential Tension (DTEN)
(LBF)−200 200

MPSU Head Voltage (HV)
(V)260 360

Tension (TENS)
(LBF)0 2000

RUN Time
(RTIM)
(MN)

PIP SUMMARY

MPSU Run Time  Every  1 MN
MPSU Run Time Every  10 MN

Time Mark Every  60 S

  0.7

  2.2

CCUR

DTEN
HV   3.9

  5.6
TENS



RCCL

TENS

2950

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

2925



RCCL

TENS

3000

CCL

2975

CCL



OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

Output DLIS Files
DEFAULT MPBT_082LUP FN:79 PRODUCER 28−Jun−2008 10:49 2572.5 M 2534.6 M

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

MPBT
WEG Correlation Pass

Output DLIS Files
DEFAULT MPBT_092LUP FN:89 PRODUCER 28−Jun−2008 11:33

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 11:33

Parameters

DLIS Name Description Value
CCL−LA: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

3025

CCL



Output DLIS Files
DEFAULT MPBT_082LUP FN:79 PRODUCER 28−Jun−2008 10:49

OP System Version: 15C0−309
MCM

MPEX−BA SRPC−3582−Q1_2008_OP15 MPSU−BA SRPC−3582−Q1_2008_OP15
CCL−LA 15C0−309

 Format: CCLLog       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 10:49

Parameters

DLIS Name Description Value
CCL−LA: Casing Collar Locator

CCLD CCL reset delay 12 IN
CCLT CCL Detection Level 0.3 V

Casing Collar Locator (CCL)
(−−−−)−19 1

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2000

PIP SUMMARY

Time Mark Every  60 S

CCL

RCCL

TENS

2550

EOT

No−go−Nipple

Packer



30.1 30.2 30.3 30.4 30.5
T (hr)

95.7

95.8

95.9

96.0

96.1

17100.0

17200.0

     TIME       PSIA         DEG F
 
    5880.0    2497.4601     204.3992
    5940.0    2497.5452     204.4156
    6000.0    2497.5398     204.4185
    6060.0    2497.4914     204.4233
    6120.0    2497.5319     204.4373
    6180.0    2502.4445     204.4612
    6240.0    2497.6213     205.0847
    6300.0    2498.7622     205.8129
    6360.0    2499.7027     206.1109
    6420.0    2500.1997     205.9979
    6480.0    2500.8679     206.0310
    6540.0    2501.6102     205.9503
    6600.0    2502.2890     206.0563

96.2

96.3

96.4

96.5

96.6

96.7

96.8

D
E

G
C

17300.0

17400.0

K
P

A

   SGP_BDYN_01
   TEMP_BDYN_01

MAXIS Field Log

2−1/8" Powerjet Gun
Station Log



OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3582−Q1_2008_OP15 MWPT−CA SRPC−3582−Q1_2008_OP15
MWGT−CGRS SRPC−3582−Q1_2008_OP15

DEFAULT PERFO_065LUP FN:64 PRODUCER 28−Jun−2008 06:04 3039.8 M 2948.0 M

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Strain Gauge Pressure (SGP)
(PSIA)2400 2500

Temperature (TEMP_MWPT)
(DEGF)200 210

Tension (TENS)
(LBF)0 2000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

PIP SUMMARY

Time Mark Every  60 S

2457.0 203.1

2456.3 203.1

2455.3 203.0

2454.4 203.0

2453.6 202.9

2452.7 202.9

2452.0 202.8
2950 2451.9 202.8

2451.9 202.8

2457.8 203.1

    6600.0    2502.2890     206.0563
    6660.0    2502.8737     205.9597
    6720.0    2503.5754     205.9740
    6780.0    2504.1706     206.0041
    6840.0    2504.7816     205.9170
    6900.0    2505.5176     205.8264
    6960.0    2505.8807     205.7452
    7020.0    2506.5713     205.6989
    7080.0    2507.1514     205.6734
    7140.0    2507.7888     205.6432
    7200.0    2508.5776     205.6408
    7260.0    2509.1302     205.5961

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Output DLIS Files
DEFAULT PERFO_065LUP FN:64 PRODUCER 28−Jun−2008 06:04 3039.8 M 2948.0 M

MAXIS Field Log

2−1/8" Powerjet Gun
Shooting Pass



SGP2496.1 205.1

2495.0 205.2

2494.3 205.3

2493.4 205.3

2492.4 205.2

2491.6 205.2

2490.8 205.2
TEMP_MWPT

2489.8 205.1
TENS2489.0 205.0

2488.2 204.9

2487.2 204.8

2486.3 204.63000
2485.4 204.4

2484.5 204.2

2483.5 204.1

2482.6 204.1

2481.7 204.0

2480.9 203.9

2479.9 203.8

2479.0 203.7

2478.2 203.6

2477.3 203.6

2497.0 205.0

2476.3 203.6

2475.6 203.6

2474.7 203.6

2473.6 203.5

2472.7 203.5

2472.2 203.4

2471.1 203.4

2470.3 203.3

2469.4 203.2

2975 2468.4 203.2

2467.7 203.1

2466.7 203.0

2465.9 202.9

2464.9 202.8

2464.1 202.7

2463.2 202.8

2462.2 202.8

2461.5 202.9

2460.5 203.0

2459.7 203.1

2458.8 203.1

2457.8 203.1

2477.3 203.6



Output DLIS Files
DEFAULT PERFO_065LUP FN:64 PRODUCER 28−Jun−2008 06:04

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3582−Q1_2008_OP15 MWPT−CA SRPC−3582−Q1_2008_OP15
MWGT−CGRS SRPC−3582−Q1_2008_OP15

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 06:04

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Gamma Ray (GR)
(GAPI)0 200

Temperature (TEMP_MWPT)
(DEGF)200 210

Tension (TENS)
(LBF)0 2000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)
PIP SUMMARY

Time Mark Every  60 S

2−1/8" Powerjet Gun

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Strain Gauge Pressure (SGP)
(PSIA)2400 2500

Temperature (TEMP_MWPT)
(DEGF)200 210

2500.2 204.2

2500.2 204.2

2499.4 204.2

2498.3 204.3

2500.5 204.7

2509.2 205.6

2508.3 205.3

2507.5 205.0

2506.5 204.9

2505.8 204.9
CCL

2504.9 204.9

2504.0 204.8
3025

2503.0 204.7

2502.3 204.8
GR

2501.4 204.8

2500.4 204.9

2499.7 204.9

2498.7 205.0

2497.6 205.0

2497.0 205.0

Perforation Interval: 3039m − 3043m MDKB

CCL Stop Depth = 3034.7m MDKB

CCL to Top Shot = 4.3 m



2453.4 202.9

2452.6 202.8

2451.7 202.8

2975 2450.7 202.7

2449.5 202.6

2448.7 202.5

2447.9 202.4

2447.0 202.4

2446.0 202.4

2445.0 202.5

2443.9 202.6

2443.1 202.6

2442.0 202.7

2441.0 202.7

2440.1 202.7

2439.2 202.7

2438.3 202.7

2437.4 202.7

2436.3 202.6

2435.9 202.6

2435.9 202.6

2454.6 203.0

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3582−Q1_2008_OP15 MWPT−CA SRPC−3582−Q1_2008_OP15
MWGT−CGRS SRPC−3582−Q1_2008_OP15

Output DLIS Files
DEFAULT PERFO_064LUP FN:63 PRODUCER 28−Jun−2008 05:48 3039.8 M 2952.6 M

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Strain Gauge Pressure (SGP)
(PSIA)2400 2500

Temperature (TEMP_MWPT)
(DEGF)200 210

Tension (TENS)
(LBF)0 2000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

2−1/8" Powerjet Gun
Correlation Pass



2495.7 204.3

2494.6 204.3

2494.2 204.4

2493.0 204.4

2491.8 204.4

2491.2 204.4

2490.1 204.4

2489.1 204.4
3025

2488.2 204.5

2487.3 204.5

2486.2 204.6

2485.3 204.6

2484.6 204.7

2483.4 204.7

2482.3 204.7

2481.4 204.7

2480.7 204.8

2479.5 204.8

2478.7 204.8

2477.7 204.9

2476.6 204.9

2475.7 204.9

2496.8 204.2

2474.8 204.8

2473.7 204.7

2472.6 204.6

2471.9 204.5

2470.9 204.4

2470.0 204.23000
2469.0 204.1

2468.0 203.8

2467.1 203.7

2466.1 203.6

2464.9 203.5

2464.2 203.4

2463.1 203.3

2462.2 203.2

2461.2 203.2

2460.4 203.2

2459.4 203.2

2458.2 203.1

2457.4 203.1

2456.4 203.1

2455.6 203.0

2454.6 203.0

2476.6 204.9

2475.7 204.9



OP System Version: 15C0−309
MCM

UPCT−A 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

Input DLIS Files
DEFAULT PERFO_047LUP FN:46 PRODUCER 27−Jun−2008 23:25 3056.8 M 2534.3 M

Output DLIS Files
DEFAULT PERFO_075PUP FN:72 PRODUCER 28−Jun−2008 07:25 3057.9 M 2535.8 M

 Company: Esso Australia Pty Ltd.  Well: TNA A−15a 

Output DLIS Files
DEFAULT PERFO_064LUP FN:63 PRODUCER 28−Jun−2008 05:48

PIP SUMMARY

Time Mark Every  60 S

MAXIS Field Log

Dummy MPBT
Correlation Pass

OP System Version: 15C0−309
MCM

MWP_GUN SRPC−3582−Q1_2008_OP15 MWPT−CA SRPC−3582−Q1_2008_OP15
MWGT−CGRS SRPC−3582−Q1_2008_OP15

 Format: MWP       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 05:48

Output DLIS Files

Parameters

DLIS Name Description Value
MWPT−CA: MEASUREMENT WHILE PERFORATING TOOL

DEVI_FL_CORR Deviation Angle for Flow Line Correction 0 DEG
FLD Flow Line Density 1 G/C3
MWPT_NULL_SOURCE MWPT NULL Temperature Source TEMS
MWPT_NULL_TEMP MWPT NULL Temperature 0.0 DEGC

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Strain Gauge Pressure (SGP)
(PSIA)2400 2500

Temperature (TEMP_MWPT)
(DEGF)200 210

Tension (TENS)
(LBF)0 2000

Pressure (SGPA)
(PSIA)

Temperature
(TEMP_MWPT)

(DEGF)
PIP SUMMARY

Time Mark Every  60 S

2498.3 204.2

2497.9 204.2

2497.6 204.2



2575

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2500

Time Mark Every  60 S

2550



2625

2600



2675

2650



2750

2725

2700



2800

2775



2850

2825



2900

2875



2975

2950

Marker Joint

2925

2950



3025

3000



Input DLIS Files
DEFAULT PERFO_047LUP FN:46 PRODUCER 27−Jun−2008 23:25 3056.8 M 2534.3 M

Output DLIS Files
DEFAULT PERFO_075PUP FN:72 PRODUCER 28−Jun−2008 07:25

OP System Version: 15C0−309
MCM

UPCT−A 15C0−309 SHM_GUN SRPC−3582−Q1_2008_OP15

 Format: PERFO       Vertical Scale:   1:200  Graphics File Created: 28−Jun−2008 07:25

Parameters

DLIS Name Description Value
System and Miscellaneous

DO Depth Offset for Playback 1.0 M
PP Playback Processing NORMAL

Casing Collar Locator (CCL)
(−−−−)−19 1

PIP SUMMARY

Time Mark Every  60 S

Company:

Well:
Field:
Rig:

Esso Australia Pty Ltd.

TNA A−15a
Tuna
Crane / Prod2

Casing Collar Locator (CCL)
(−−−−)−19 1

Gamma Ray (GR)
(GAPI)0 200

Raw Casing Collar Locator (RCCL)
(−−−−)−3 17

Tension (TENS)
(LBF)0 2500

3050

Tagged HUD @ 3045.6m + 2.9m = 3048.5m MDKB



2−1/8" Powerjet / MPBT
Perforation and Plug Setting Record
27−Jun−2008

Rig:
Country:

Crane / Prod2
Australia


