
BS (in)
8.00 28.0

SP (mV)
-200 0.00

HCAL (in)
8.00 28.0

GR (API)
0.00 150

ROP_steps
200 0.00

HLLD (Ohmm)
0.10 100

HLLS (Ohmm)
0.10 100

RXOZ (Ohmm)
0.10 100

TNPH (Lst units)
0.45 -0.15

PEFZ (Barns/e)
-5.00 15.0

RHOZ (g/cc)
1.95 2.95
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Loose sand 4.3m to 8.3m

Formation

N
ew

er
 B

as
al

t
P

or
t C

am
pb

el
l L

im
es

to
ne

G
el

lib
ra

nd
 M

ar
l

DT (us/ft)
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Gellibrand Marl

Pt Campbell

-100.00

-200.00

-300.00

CALCARENITE: white to very light brown, occasionally light grey, 
medium grained, fines downward, variably cemented, friable, trace fine 
lithic and carbonaceous grains, rare glauconitic bands, rare large 
quartz grains.

Basalt 8.3m to 27.3m, Basalt rubble 27.3 to 30.3 m. Water influx from 
23.3m

MARL, medium to  light grey, occasionally very light greenish grey and 
speckled with dark grey and very dark green glauconite,  common to 
abundant dispersed calcarenite grains, very soft to friable, sticky in 
part, very fossiliferous in part.

CALCISILTITE: minor grey clay in irregular patches, ?bioturbated, 
abundant coarse fossil fragments, patchy calcite cementation, with 
decreasing calcarenite towards base of interval.

CALCARENITE: very light greyish yellow to light grey, very fine
grained, very poorly sorted, grades to calcisiltite at base of interval.

Depth
Metres

KB

KILLARNEY EPRL -1
COMPOSITE WELL LOG

LOCATION:

Hole Section Shoe Depth

17.5"

12.25"

8.5"

Depth (RT) Casing

* All depths are measured depths relative to RT

45.9

258.0

1640.0

255.89     ”  K55 BTC5/8

13    ” K55 BTC3/8 45.6

LEGEND

Casing Shoe

Essential Petroleum Resources Limited

Deviation Survey

Sandstone

Silty Sand

Mudstone

Siltstone

Glaucoutic
Chamosite Rock

MGA ZONE 54 EASTING 609803.3m
NORTHING 5753917.2m

GDA94 LATITUDE 38º 21' 22.78"
LONGITUDE 142º 15' 24.18"

SEISMIC LINE: OPP85a-16 SP 684

ELEVATION: GL 1.60m AHD
RT 5.49m AHD

TOTAL DEPTH: Driller 1640.8m
Logger 1634.8

STATUS: Plugged and Abandoned

WELLSITE GEOLOGIST: Gordon Wakelin-King

COMPANY SUPERVISION: Kelly Down Consultants

WIRELINE LOGGING: Schlumberger

MUDLOGGING: Geoservices

DRILLING CONTRACTORS: Hunt Rig 2

SPUDDED:                      12:30:00 on 9/06/2004

REACHED TD:              20:30:00 on 17/06/2004

ABANDONED:                    22:00 on 20/06/2004

DRILL RIG RELEASED: 22:00 on 20/06/2004

13 3/8 "
K55BTC
@45.6m

Basalt

Limestone

Marl

Calcarenite
1.25 O

@ 246m

PERMIT:    PEP 152
BASIN:    OTWAY
STATE:    VICTORIA
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