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Country Australia

ZaneGrey / Gippsland Basin

Lat:     38° 34' 31.64" South

Long: 147° 59' 16.27" East

ZaneGrey-1 ST2

Bass Strait Oil Company Ltd
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LEGEND
Abbreviations and Symbols Lithology Symbols

Drilling Data Mud Data
BG Background Gas
BHT Bottomhole Temp
C Carbide Test
CB Core Bit
CG Connection Gas
CKF Check For Flow
CO Circulate Out
DB Diamond Bit
DC Depth Correction
DS Direction Survey
DST Drillstem Test
FLT Flowline Temp.
LAT Logged After Trip
NB New Bit
NR No Returns
PDC Polycrystalline Diamond

Compound Bit
PR Partial Returns
RPM Revs Per Minute
RRB Rerun Bit
STG Short Trip Gas
TB Turbo Drill
TG Trip Gas
U Gas Units
WOB Weight On Bit

Cl- Chloride Ion Conc
FC Filter Cake
FL Filtrate Loss
G Gels
pH Hydrogen Ion Content
PV Plastic Viscosity

Rm Mud Resistivity
Rmf Filtrate Resistivity
S Solids Content
Vis Funnel Viscosity
MW Mud Weight
YP Yield Point

Engineering Data
Core No.

DST No.

Casing Seat

Side Wall Core

Gas Traces

Gas

Oil Traces

Oil

Bitumen

Water

Salt Water

Fresh Water

Hydrocarbons Smell

H2S Smell

Interval Tester

Wireline Log Run

Leakoff Test

Pressure Integrity

Sandstone

Silty Sandstone

Silt

Siltstone

Clay

Claystone

Calcareous Claystone

Limestone

Dolomite

Calcilutite

Calcisiltite

Calcarenite

Mudstone

Marl

Glauconitic Sandstone

Chert

Conglomerate

Igneous

Coal

No Sample

RFT

E-LOG

LOT

PIT



Bitumen
Pressure Integrity
Test

No Sample
PIT

Bit Weight

m/hr
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Interpreted Lithology

Torque
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newton-metres

SPP

Flow In

Mud Weight Out
SG

KPa

Lpm

0 10K 20K
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Flow Out

Total Gas 
%

Gas Chromatograph
C1 Avg
C2 Avg
C3 Avg
C4 Tot Avg

ppm

C5 Tot Avg

0.001 10

10 100K
Remarks

3100
3200

MW: 1.14 sg
FV: 50
PV/YP 19/17
Gels: 4/9
O/W/S: 0/92/8
Cl: 32000 mg/l

MW: 1.17 sg
FV: 59
PV/YP 15/25
Gels: 3/7
O/W/S: 0/92/8
Cl: 34500 mg/l

Bit  #7 and motor rotor 
was lost in the hole while 
POOH. ZaneGrey-1ST1 
was plugged back to 
2959 .0 mMDRT.

ZaneGrey-1 ST-2 was 
kicked off @ 3075.0 
mMDRT on 05/03/05 at 
07:30 hrs.

TDS brake locked up 
while drilling. Trouble 
shoot

FUNCTION TEST GAS 
SYSTEM _ TESTED OK

Inc 31.1 deg

Inc 31.5 deg

Inc 31.2 deg

Inc 30.3 deg

Inc 29.2 deg

Az 12.8 deg

Az 19.0 deg

Az 19.2 deg

Az 18.1 deg

Az 18.6 deg

Dev @ 3073.8 m

Dev @ 3114.3 m

Dev @ 3131.1 m

Dev @ 3159.2 m

Dev @ 3188.5 m

WOB 5.2 mT
RPM 46
Mot RPM 168
SPP  20780 KPa
LPM 2231

WOB 2.7 mT
RPM 79
Mot RPM 180
SPP  19455 KPa
LPM 2273

06/03/05
Bit 11
216mm Hycalog 
DS43STG
Jets: 3 x 20
TFA: 0.90
In/Out: 3070.0/3092.0 
mMDRT
Drilled: 22 m
HOB: 6.8
Bit Grading: NOT 
GRADED

Bit 9RR
216mm Hycalog 
RSX163DGW
Jets: 4 x 16
TFA: 0.90
In/Out: 3092.0/3675.0 
mMDRT
Drilled: 583 m
HOB: 23.4
Bit Grading: 
2-3-WT-A-X-0.63-BU-TD.

08-03-05

CBU

CBU

3200

MW: 1.17 sg
FV: 59
PV/YP 15/25
Gels: 3/7
O/W/S: 0/92/8
Cl: 34500 mg/l

At 3245.0 mMDRT, 
Suction line on rig pump 
plugged up. Stop drilling 
and clean suction lines.

At connection 3049.0 
mMDRT, saver sub 
backed out _ replaced 
the same.

ISOTUBE SAMPLING 
3266.0 mMDRT G.U 

Inc 28.3 deg
Az 18.4 degDev @ 3217.3 m

WOB 2.7 mT
RPM 79
Mot RPM 180
SPP  19455 KPa
LPM 2273



3300
3400

3500

Take MWD survey every 
stand down.

3266.0 mMDRT G.U 
0.11%

ISOTUBE SAMPLING 
3303.0 mMDRT G.U 
0.53%

ISOTUBE SAMPLING 
3314.0 mMDRT G.U   
15%

CHROMATOGRAPH 
SYSTEM OVER 
SATURATED WITH 
HYDROCARBONS DUE
TO SHORT RUN TIME 
_ RESET RUN TIME TO
ACCOMMODATED 
HEAVIER 
HYDROCARBONS

REMOVE SAVER SUB

Inc 27.3 deg

Inc 26.1 deg

Inc 25.7 deg

Inc 24.2 deg

Az 18.2 deg

Az 18.1 deg

Az 18.4 deg

Az 18.0 deg

Dev @ 3276.1 m

Dev @ 3333.3 m

Dev @ 3389.8 m

Dev @ 3417.1 m

WOB 10.5 mT
RPM 78
Mot RPM 183
SPP  21027 KPa
LPM 2313

WOB 8.0 mT
RPM 79
Mot RPM 182
SPP  20854 KPa
LPM 2302

3400
3500

Run Carbide @ 3431.0 
mMDRT
Theor Ann Vol = 597 bbls
Act Ann Vol = 688 bbls
Ave hole dia = 9.79"

Inc 22.6 deg

Inc 22.1 deg

Inc 22.3 deg

Inc 22.2 deg

Az 17.5 deg

Az 18.2 deg

Az 18.7 deg

Az 18.8 deg

Dev @ 3445.5 m

Dev @ 3475.4 m

Dev @ 3504.6 m

Dev @ 3533.2 m

WOB 7.3 mT
RPM 82
Mot RPM 186
SPP  21914 KPa
LPM 2341

10/03/05



3600
3700

MW: 1.20 sg
FV: 58
PV/YP 15/26
Gels: 3/8
O/W/S: 0/92/8
Cl: 36500 mg/l

TD ZaneGrey-1ST2 at 
3675.0 mMDRT (3219.8 
mTVD) on 10th March 05
@ 17:00 hrs _ CBU

WIRE-LINE LOGS SUITE

RUN #1: 3674.0 -2184.0 
mMDRT:MLL-DLL-MAC- 
ORIT-ZDL- 
CN-DSC-TTRM. 

RUN #2: MAC to 1983.0 
mMDRT, and GR to 97.0 
mMDRT.

ISOTUBE SAMPLING 
3628.0 mMDRT G.U 
0.81%

ISOTUBE SAMPLING 
3654.5 mMDRT G.U   
0.69%

Inc 22.3 deg

Inc 22.0 deg

Inc 21.3 deg

Inc 20.4 deg

Inc 19.7 deg

Inc 19.7 deg

Az 19.9 deg

Az 21.2 deg

Az 20.7 deg

Az 21.4 deg

Az 21.5 deg

Az 21.5 deg

Dev @ 3562.2 m

Dev @ 3590.6 m

Dev @ 3619.9 m

Dev @ 3649.5 m

Dev @ 3662.1 m

Dev @ 3675.0 m

WOB 7.9 mT
RPM 82
Mot RPM 184
SPP  21781 KPa
LPM 2324

WOB 9.1 mT
RPM 82
Mot RPM 185
SPP  22402 KPa
LPM 2328

CBU

3700

WIRE-LINE LOGS SUITE

RUN #1: 3674.0 -2184.0 
mMDRT:MLL-DLL-MAC- 
ORIT-ZDL- 
CN-DSC-TTRM. 

RUN #2: MAC to 1983.0 
mMDRT, and GR to 97.0 
mMDRT.
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