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	WELL 
	BMA-A23A

	DATE
	04-07-2005

	DAY #
	0

	MIDNIGHT ACTIVITY
	A23A well  - change BOP configuration
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	
	
	MINIMUM
	
	

	TVD
	
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
	
	


	FORMATION


	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	Top Latrobe
	
	
	
	
	
	

	TCC
	
	
	
	
	
	

	CbF1
	
	
	
	
	
	

	IN1T
	
	
	
	
	
	

	Total Depth
	
	
	
	
	
	


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	

	SIZE                 (in)
	
	

	MANUFACTURER/TYPE
	
	

	JETS                 (/32 inch)
	
	

	DEPTH IN       (m)
	
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	Rig up schlumberger for ESZV run. 17:00 hrs, change to A23A well. Obtain permit-schlumberger explosive. Make up CCL & EZSV and run in hole. Set EZSV. POOH. Pressure test. Change BOP configuration.

	05:00 AM UPDATE 

05-07-2005

DEPTH @ 05:00 hours
	Change BOP set up.


