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	WELL 
	BMA-A5A Re-entry

	DATE
	24-07-2005

	DAY #
	2

	MIDNIGHT ACTIVITY
	Install Xmas tree cap and reinstate grating.
	
	ROP DATA (LAST 24 hours)
	m/hr
	DEPTH

(m)

	MIDNIGHT DEPTH
	
	
	MINIMUM
	
	

	TVD
	
	
	MAXIMUM 
	
	

	PROGRESS LAST 24 hrs
	
	
	AVERAGE
	
	


	
	TOP (MDRT)


	TOP

(TVDRT)
	TOP

(TVDSS)

RTtoMSL

 (32.82m)   
	HIGH/ LOW (TVD)
	PROGNOSED TOP (MDRT)
	PROGNOSED TOP (TVDRT)

	
	
	
	
	
	
	

	Top of Latrobe
	
	
	
	
	
	

	TCC (N-1)
	
	
	
	
	
	

	BWST
	
	
	
	
	
	

	CbF2
	
	
	
	
	
	

	CBF1
	
	
	
	
	
	

	Cbsb horizon
	
	
	
	
	
	

	GOC / OWC
	
	
	
	
	
	

	PkF1
	
	
	
	
	
	

	OOWC
	
	
	
	
	
	

	Total Depth
	
	
	
	
	
	


	Current Formation 
	


	GAS DATA

FCP/FGP


	DEPTH

(m)
	TOTAL

GAS (Units)
	C1

%
	C2

%
	C3

%
	iC4

%
	nC4 

%
	C5 

%

	MAXIMUM
	
	
	
	
	
	
	
	

	BACKGROUND
	
	
	
	
	
	
	
	

	TRIP GAS
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	24 HOUR SUMMARY
	Rig up Schlumberger and Howco pressure test 300 / 3000 psi. Run in with dummy MPBT and CCL to 2703 m. Bleed down Xmas tree and lay down dummy MPBT. Make up and run jet guns to 2691 m, misfire. Pull out and reconfigure tools and run in and perforate. Run in with MPBT and set plug at 2710 m. Run in with dump bailer and release water. Pull out and redress tool with cement. Run in to 2709.5 m and release cement. Rig down Schlumberger and HES. Install Xmas tree cap and reinstate grating.  



	05:00 AM UPDATE 

25-07-2005

DEPTH @ 05:00 hours
	Prepare for rig skid to A-14. Change saver sub. Install lines on A-14 well head. Pressure test TDS and SPP.


