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	WELL 
	BMA-A23 P&A

	DATE
	03-07-2005

	DAY #
	10

	MIDNIGHT ACTIVITY
	Displacing well to inhibited sea water.
	
	ROP DATA (LAST 24 hours)
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	GAS DATA
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	BIT DATA
	PRESENT BIT
	LAST BIT

	BIT No.
	
	

	SIZE                 (in)
	
	

	MANUFACTURER/TYPE
	
	

	JETS                 (/32 inch)
	
	

	DEPTH IN       (m)
	
	

	DEPTH OUT   (m)
	
	

	METRES ON RUN (m)
	
	

	HRS ON BTM 24hrs/total
	
	

	BIT CONDITION
	
	

	RPM RANGE LAST 24 hrs
	
	

	KRevs 24 hrs / 
	
	

	24 HOUR SUMMARY
	Pick up and make up 2 7/8” sacrificial tubing.  Run in hole and tag bridge plug @ 3171m.  Rig up Howco for cement job.  Mix & pump cement as per program.  Release sacrificial string.  Break off cement head, pull out of hole to 2787m and reverse circulate.  Pull out of hole to 2728m and circulate hole clean.  Conduct rig service whilst waiting on cement.  Run in hole and tag cement plug @ 2819m.  Pressure test casing to 1000psi.  Displace well to inhibited sea water.  



	05:00 AM UPDATE 

04-07-2005

DEPTH @ 05:00 hours
	Pulling out of hole after tagging cement.


