
geoNEXT Procedures 
  

 Page  1/9 
 

Issue: 1 

Revision: 1 

Issued by : E. VAILLANT  

Date:8/17/2006 

Reviewed by: 

Date:                                   

 

 

16 –ASCII & LAS Data 
 
Objective :. 
  Generating ASCII & LAS file through the Control Pannel  
 

- I -  EXPORTING  ASCII  DATA 
  

STEP 1:  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STEP 2:  The main screen appears 
 

 

Select the option “Export-Import data” 
in the main menu 
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STEP 3:  Well Database selection 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STEP 4: TIME or DEPTH Database selection 
 

 
 

Select your Datase if it’s not the 
REAL TIME one (it automatically 
selects the real time database) 

Click on this sub-menu to select the 
TIME database or DEPTH database. 
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 The following screen appears, allowing you to define the configuration of the Depth or 

Time file you want to export 
 

 
 
 

STEP 5: Building your configuration file. 
 

 
 

Select TIME or DEPTH data and the 
required spacing to export your data. 

Then press  
“ OK “ 

Select this sub-menu to build your 
configuration file 

Activate if you 
want the heading 

Activate to convert the 
value to anothers unit 
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The following screen appears, allowing you to define the parameters you need to export. 
 

 
 
 

Back on the main screen : 
 

Select the required parameter and 
DRAG it to its good place in the list. 

Click on APPLY to validate 

Press on the “disk” icon 

A “save as” menu appears 
allowing you to define the name 

of your file and the directory 
where you want to store it. 
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STEP 6: Back to the main screen. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

If File : a windows allows to choose the 
directory and the name of your file 
If Printer : the default printer of 
Windows will be used. 
If Serial : you will send your data 
through port : COM1 

Click HERE to select the output type:  

Click HERE to select an 
existing configuration file. 

Select from which section of the 
database you want to export the data Define the DEPTH or TIME interval to 

be exported 

Press here to create your ASCII file 

Press “ EXIT “ to close the utility 



geoNEXT Procedures 
  

 Page  6/9 
 

Issue: 1 

Revision: 1 

Issued by : E. VAILLANT  

Date:8/17/2006 

Reviewed by: 

Date:                                   

 

 
- II -  EXPORTING  LAS  DATA 

 
  It’s the same procedure as the ASCII procedure from STEP 1 to STEP 6. 
  Only one diffence appears at the end just before creating the output file. 
 

STEP 7 : Once you press the “Send to file …” button, the following window come out to 
verify the main reference of the heading, normally entered in the database.. 

 

 
 
   
 
 

When the heading is complete, Press 
“ Apply “ to create the LAS file 
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- II -  IMPORTING  DATA 

 
STEP 1 : Select the “Import sub-menu” …” 
 

 
 
 

STEP 2 : Select the parameters to Import. 
 

 
 
 

“ Import” sub menu 

Click on to access at the 
configuration file builder. 



geoNEXT Procedures 
  

 Page  8/9 
 

Issue: 1 

Revision: 1 

Issued by : E. VAILLANT  

Date:8/17/2006 

Reviewed by: 

Date:                                   

 

 
STEP 3 : Creating the “Import” configuration file. 

 

 
 
 
  Once on the main screen save your configuration file. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Select the required parameter and 
DRAG it to its good place in the list. 

Click on APPLY to validate 

Pressing on the “disk” icon 

A “save as” menu appears 
allowing you to define the name 

of your file and the directory 
where you want to store it. 
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STEP 4 : Setting the main screen prior importint the data 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

Click HERE to 
select an existing 
configuration file. 

Click HERE to select the 
file you want to import 

Select the section 
of the database 

where you want to 
import the data 

Define the DEPTH 
interval to import 

Click on to start the 
recovery process 

Click on to close the ASCII 
utility software when the 

process is completed 

Complete the required 
option according to the 

specific configuration of the 
file you have to import 


