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WELL STATUS AND HISTORY
SNA-A7 plugged and abandoned
in June 2007. A 20" conductor
is set at 171.0m MDRT and
10-3/4" surface casing shoe set
at 730.0m MDRT. The 7-5/8"
production casing pulled from
772.6m MDRT. Cement plug set
at 657.0m MDRT. 

Kick off SNA-A7A from
735.0m MDRT at 17:45 hours
on the 19/05/2008

PIT at 730.0mMD/631.2mTVD
326 psi 11.0 ppg EMW:14.0 ppg

Bit #1 9-7/8"
Reed Hycalog HP21
Jets:3 x 22
In: 730.0m MDRT
Out:807.0m MDRT
Run:77.0m
Hrs:8.5
Cond:1-1-WT-A-E-
E-E-In-No-BHA

Bit #2 9-7/8"
Reed Hycalog
RSX616M-A11
Jets:6x20
In :807.0m MDRT
Out:2993.0m mDRT
Run:2186.0m
Hrs:71.3
Cond:5-8-WT-A-X-In-No-TD. 
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7" Production Casing
at 2984.6m MDRT

SNA-A7A Reached Total Depth
of 2993.00m MDRT (2094.76m TVDRT) 
(-2053.06m TVDSS) at 00:15 hours
on 26-05-08. 


