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DRILLING LOG

SCALE : 1/ 1000FROM :(mt) 700 TO :(mt) 3020

Well Name : Snapper A7A

Company   : ESSO AUSTRALIA LTD Country  : AUSTRALIA

RT-MSL (m) : 41.68

RT-SEABED (m): 96.68

Final TD: 2819.00m MDRT

Final TVD: 2392.22m TVDRT

Generated by geoNEXT Package
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WELL STATUS AND HISTORY
SNA-A7 plugged & abandoned
in June 2007. A 20" conductor
is set at 171.0m MDRT and
10-3/4" surface casing shoe
set at 730.0m MDRT. The 7-5/8"
production casing cut and pulled
from 772.6m mDRT. Cement plug
set at 657.0m MDRT. 

MW:11.1
FV:60
PV:40
YP:17
O/W:65.5/34.5
HTHP:6.0
WPS:225K

Bit #1 9-7/8"
Reed Hycalog HP21
Jets:3 x 22
In: 730.0m MDRT
Out:807.0m MDRT
Run:77.0m
Hrs:8.5
Cond:1-1-WT-A-E-
E-E-In-No-BHA

Kick off SNA-A7A from
735.0m MDRT at 17:45 hours
on 19/05/2008. 

PIT at 730.0mMDRT/631.2mTVDRT
326 psi 11.0 ppg EMW:14.0 ppg

19/05/08

MW:11.1
FV:65
PV:32
YP:21
O/W:69.0/31.0
HTHP:2.9
WPS:224k

20/05/08

21/05/08

Bit #2 9-7/8"
Reed Hycalog
RSX616M-A11
Jets:6x20
In :807.0m MDRT
Out:2993.0m mDRT
Run:2186.0m
Hrs:71.3
Cond:5-8-WT-A-X-In
-No-TD

MW:11.1
FV:82
PV:30
YP:22
O/W:70.8/29.2
HTHP:2.4
WPS:229k

VIBRATION TESTING
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MW:11.1
FV:72
PV:31
YP:20
O/W:70.8/29.2
HTHP:2.4
WPS:234k

MW:11.2
FV:77
PV:38
YP:33
O/W:70.7/29.3
HTHP:2.4
WPS:224k
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MW:11.2
FV:102
PV:39
YP:34
O/W:70.8/29.2
HTHP:3.0
WPS:229k

VIBRATION TESTING

22/05/08

MW:11.2
FV:106
PV:38
YP:42
O/W:70.9/29.1
HTHP:3.2
WPS:238k

MW:11.2
FV:100
PV:38
YP:42
O/W:70.9/29.1
HTHP:3.0
WPS:238k
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VIBRATION TESTING

MW:11.2
FV:98
PV:46
YP:32
O/W:70.7/29.3
HTHP:3.4
WPS:237k

MW:11.2
FV:96
PV:46
YP:33
O/W:71.2/28.8
HTHP:3.2
WPS:237k

23/05/08

MW:11.25
FV:98
PV:48
YP:33
O/W:71.2/28.8
HTHP:3.4
WPS:237k
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MW:11.25
FV:89
PV:44
YP:28
O/W:72.2/27.8
HTHP:2
WPS:244k

24/05/08

MW:11.25
FV:80
PV:44
YP:26
O/W:73.9/26.1
HTHP:3.2
WPS:250k

MW:11.25
FV:85
PV:43
YP:27
O/W:74.5/25.5
HTHP:3.7
WPS:256k
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WPS:256k

25/05/08

MW:11.3
FV:81
PV:44
YP:33
O/W:72.5/27.5
HTHP:3.6
WPS:253k

MW:11.25
FV:81
PV:46
YP:28
OW:73.8/26.2
HTHP:3.8
WPS:262k

SNA-A7A Reached Total Depth
of 2993.00m MDRT (2094.76m TVDRT) 
(-2053.06 mTVDSS) at 00:15 hours
on 26/05/08. 

7" Production Casing
at 2984.6m MDRT


