
.

.5 550 500

ROP m/hr (m/h)

Reserval Gas Ratio Log
Well : CBA F35 Scale : 1 : 500

D
ep

th
 (m

)
LITHOLOGY (%) CHARACTER

WETNESS

BALANCE

TG C1 C2 C3

iC4 nC4 iC5 nC5

Reserval Gas Data

 100 1K 10K 100K 1000K 

 .5 5 50 500 5K 

 0 1 2  1 10 100 

Total Gas in Units Chromatograph in PPM

4100

4110

4120

4130

4140

4150

4160

4170

4180

4190

4200

WELL HISTORY:
CBA F35 Conductor driven in
November 2008. Conductor
cemented back to 192.0 mMDRT

10-09-09

Kick off f35 from
199.0 mMDRT at 05:30 hrs
on 31/08/2009

10-3/4" Surface Casing
set @ 678.54 mMDRT

PIT at 662.0 mMDRT
518.6 mTVDRT
256 psi with 10.5 ppg mud
E.M.W. = 13.6 ppg

Drill with NAF Accolade
Mud System

Bit #4 9-7/8"
Type: Reed Hycalog
RSR616S-A1
Jets: 8 x 16
In:  683.0 mMDRT
Out:  mMDRT
Run:  m
Hrs:
Cond:
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Circulate at reduced rate
and work string while working
on solids control equipment
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Monitor well on Trip
Tank while changing out
cracked single pipe
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Cobia F35 reached TD of
4573.00mMDRT (2463.83mTVDRT)
(-2422.83mTVDSS) at 23:15 hrs
on 10/09/2009

7" Production Casing
set at 45xx.0 mMDRT


